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tions of the State Board of Health. The toilet rooms shall not open di-
rectly into any room where soft drink manufacturing processes are car-
ried on. The doors of all toilet rooms shall be self-closing; toilet rooms
shall be kept clean, in good repair, and well lighted and ventilated. Hand
washing signs shall be posted in each toilet room used by employees.
In casc privies are permitted and used they shall be separated from the
bottling plant building, and shall be constructed and operated in con-
formuity with the standards of the State Board of Health.
Item 6. IVater Supply: Water under pressure shall be easily accessible to all
parts of the bottling plant. The supply shall be adequate, and of a safe, san-
itary quality, and shall meet all requirements of the State Board of Health
as to drinking water. If a separate water supply is used for any purposes
at the plant, there shall be no connection between that supply and the pot-
able supply used for soft drink manufacturing. The non-potable water shall
not be piped into the bottling plant. Electrical or chemical coagulation
devices and filters employed for clarification of water shall be of types
approved by the health officer, shall not be operated beyond their rated
capacity, and shall be maintained in a clean and sanitary condition at
all times. Sufficient potable water for backwashing filters shall be avail-
able.
Item 7. Lavatory Facilities: Adequate and convenient hand-washing facil-
ities shall be provided, including hot and cold running water, soap, and
approved sanitary towels. The use of the common towel is prohibited.
All employees shall wash their hands before handling any soft drink
ingredients or equipment used in preparation and bottling operations, and
after each visit to the toilet.
Item 8. Construction of Equippnnt: Every bottling plant shall be equipped
with necessary mechanical bottle washing apparatus and with approved
machines for carbonating, filling, and crowning, so that these operations
are performed in such manner as to prevent any part of the operator
or his clothing from coming in contact with those surfaces of the bottle
which come in contact with the soft drinks. Bottle washing machines
shall be so constructed and operated, as to prevent back siphonage or
return flow into the water supply lines. All vats, jars, mixing and stor-
age tanks, pipe lines, filters, and other apparatus employed in the prep-
aration of syrups, shall be of sanitary construction and lined with ma-
terials resistant to the corrosive action of syrup ingredients.
All equipment used in connection with the operation of the bottling plant
shall be so coustructcd as to be easily cleaned and shall be kept in good
repair. All bottles or other soft drink containers shall be easily cleaned
and shall be free of defects, breakage, cracks and discoloration. Pipe lines
shall le of such lengths and removable so as to he easily cleanable.
Item 9. Cleaning and Bactericidal Treatment of Equipment: All pipe lines,
equipment and containers employed in the manufacturing processes shall
be thoroughly washed, cleaned and effectively subjected to an approved
bactericidal process so as to be maintained at all times in a clean and
sanitary condition. Steam, hot water, chlorine or other equally efficient


